
Технически характеристики

Помпа City Pumps центробежна с периферно работно колело 
8 м, 0.3-5.4 м3/ч, 95-10 м, IP3000

   дебит       воден стълб

m3/h 0 0.3 0.6 0.9 1.2 1.5 1.8 2.1 2.4 3 3.6 4.2 4.8 5.4

 kW HP l/min 0 5 10 15 20 25 30 35 40 50 60 70 80 90

IP 500M IP 500 0.37 0.5 40 38 33.5 29 24 19.5 15 10 5

IP 700M IP 700 0.5 0.7 55 50 45.5 40.5 36 31 27 22 17 8

Мощност

IP 800M IP 800 0.6 0.85 65 62 57 52 47 42 37 32 27 18

IP 1000M IP 1000 0.75 1 70 66 61 56 51 46 41 36.5 31 22

IP 900M IP 900 0.75 1 90 82 71 60 49 38 27 17 5

IP 1500M IP 1500 1.1 1.5 85 80 75 70 65 60 55 50 45 35 25 15

IP 2000M IP 2000 1.5 2 90 86 81 76 71 65.5 60 55 50 40 30 20 10

‐ IP 3000 2.2 3 100 95 90 85 80 75 70 65 60 50 40 30 20 10
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DN1 DN2 a f h h1 h2 h3 i m n n1 w s 1~ 3~ 
IP 500M IP 500 75 138 5.3 5.3

IP 700M IP 700 80 143 6.9 6.4

IP 800M IP 800 10.1 9

IP 1000M IP 1000 10.1 9

IP 900M IP 900 3/4” 3/4” 58 282 95 166 10.2 9.2
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