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Material available in different versions 

- zinc-plated steel 
- zinc flake coating steel 
- stainless steel A4 
- stainless steel HCR 

 

 

Base material 

- reinforced and unreinforced normal concrete 
- approval for concrete from C20/25 to C50/60 
- cracked and non-cracked concrete 

 

 

Product features 

- quick and safe installation 
- high load capacity 
- can be loaded immediately 
- adjustment possible 
- fireproof (see below) 

 

 

Applications 

- fastening of high rack 
- railing systems for bridge construction 
- fire control plate fastening for tunnel construction 

 

  

Та
ше
в-
Га
лв
ин
г О
ОД

 

ww
w.

ta
sh

ev
-g

alv
ing

.co
m



TSM High Performance 

 

 

  

Та
ше
в-
Га
лв
ин
г О
ОД

 

ww
w.

ta
sh

ev
-g

alv
ing

.co
m



TSM High Performance 

 

 

 

Та
ше
в-
Га
лв
ин
г О
ОД

 

ww
w.

ta
sh

ev
-g

alv
ing

.co
m



TSM High Performance 

 

 

 

  

Та
ше
в-
Га
лв
ин
г О
ОД

 

ww
w.

ta
sh

ev
-g

alv
ing

.co
m



TSM High Performance 

 

 

  

Та
ше
в-
Га
лв
ин
г О
ОД

 

ww
w.

ta
sh

ev
-g

alv
ing

.co
m



TSM High Performance 

 

 

 

 

 

 

Та
ше
в-
Га
лв
ин
г О
ОД

 

ww
w.

ta
sh

ev
-g

alv
ing

.co
m



TSM High Performance 

 

 

 

Installation instruction 

 

  

1-3 locate prestressing steel with the reinforcement bar detector and mark the location 
4-   create hole in the permissible anchoring area 
5-   clean hole 
6-   screw in the concrete screw 
7-   screw head must fully contact the fixture 
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recommended impact screw driver 

screw size Recommended impact wrench 

TSM 5 
Milwaukee C 12 IW (1/2" drive, battery, max. torque 136 Nm) 
Milwaukee C 12ID (TORX drive, battery, max. torque 96 Nm) 
Würth ASS 10-A (1/2" drive, battery, max. torque 105 Nm) 

TSM 6     

Milwaukee C 12 IW (1/2" drive, battery, max. torque 136 Nm) 
Milwaukee C 12ID (TORX drive, battery, max. torque 96 Nm) 
DeWalt DEDC 840 KB (1/2" drive, battery, max. torque 160 Nm) 
Würth ASS 14 (1/4" drive, battery, max. torque 136 Nm 150 Nm) 

TSM 8 - TSM 10     

Milwaukee C 18 IW (1/2" drive, battery, max. torque 250 Nm) 
Bosch GDS 18E (1/2" drive, AC power, max. torque 250 Nm) 
Makita 6905H (1/2" drive, AC power, max. torque 300 Nm) 
Würth ASS 18 (1/2" drive, battery, max. torque 180 Nm) 
Würth ESS  (1/2" drive, AC power, max. torque 250 Nm) 

TSM 12 - TSM 14     

Milwaukee HD 28 IW (1/2" drive, battery, max. torque 440 Nm) 

Bosch GDS 18E (1/2" drive, AC power, max. torque 250 Nm) 
Makita 6905H (1/2" drive, AC power, max. torque 300 Nm) 

Würth ASS 18 HT (1/2" drive, battery, max. torque 610 Nm) 

Würth ESS  (1/2" drive, AC power, max. torque 250 Nm)  
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