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PLASTERBOARD  PLUG

SMGKP

INSTALLATION SCHEME 

DESCRIPTION
 Plasterboard plug for use with wood screws.

____________________________________________

ADVANTAGES
 The fastest xing for plasterboard: selfdrilling plug, no setting tool 

needed.
 Self-tapping thread ensures optimal anchorage.
 Non-conductive plastic material.
 The metal version is heat resistant.

____________________________________________

APPLICATIONS
 For the xing of picture frames, cup-boards, skirting boards, alarm 

units, ...

____________________________________________

FUNCTIONING
 Pre-positioned installation.
 The xing is screwed straight into the plasterboard..
 The xing is especially made for plasterboard. Not suitable for 

breboard and tiled plasterboard.
____________________________________________
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15 29 3,5-4,5
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WINDOW BOX PACKING 

size pgb code EAN13

13x32 SMGKPE04    N 5902134713212 50

CARTON BOX PACKING 

size pgb code EAN13

13x32 SMGKP304    N 5902134713205 100

Plasterboard  plug Plasterboard  plug

WINDOW BOX PACKING 

size pgb code EAN13

15x29 SMGKPE01    S 5902134705446 50

CARTON BOX PACKING 

size pgb code EAN13

15x29 SMGKP301    S 5902134708287 100

Plasterboard  plug Plasterboard  plug


