
Технически характеристики 
 

 

 

Дефектнотокова защита Schrack Technik с прекъсвач 1P+N 16 
A, 30 mA, 1P+N, 6 kA, Amparo 

 

 

•   SCHRACK-INFO    
 

 

•     Contact position indicator  

•     Terminal guide for secure connection  

•     Terminal cross-section:  1-25mm2  

•     Snap-on mounting for DIN rail EN 50 022  
 
 
 
 

•   TECHNICAL DATA:  

 

Standards:        IEC/EN 61009-1  
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Type        A  

Poles        1+N  

Rated voltage (AC):        230/400V-AC  

Rated frequency (AC):        50/60Hz  

Rated current In        6A, 10A, 13A, 16A, 20A, 25A  

Tripping characteristics:         B, C  

Rated sesitivity I∆n       0,03A  

Breaking time under I∆n       ≤ 0,1s  

Rated breaking capacity:         6 kA  

Energy limiting class        3  

Rated residual making and breaking capacity        500A  

Breaking capacity I∆m       6.000A  

 

 
Продукт: Дефектнотокова защита Schrack Technik с прекъсвач 1P+N 16 A, 30 mA, 1P+N, 6 kA, Amparo 
Категория: Дефектнотокова защита 
Бранд: Schrack Technik 
Категория бранд: Дефектнотокова защита Schrack Technik 
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https://tashev-galving.com/product/028-SRK3396/defektnotokova-zashtita-schrack-technik-s-prekasvach-1p+n-16-a-30-ma-1p+n-6-ka-amparo
https://tashev-galving.com/cat/200951/defektnotokova-zashtita
https://tashev-galving.com/brand/schrack-technik
https://tashev-galving.com/brand/schrack-technik/defektnotokova-zashtita



